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Copper Data Cables
DataWars ®
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 Description:

�  PVC Sheat quality cable
�  Supports data rates of up to and including 155Mbps
�  Recommended in all LAN applications from 16MHz to 100MHz, ATM155Mbps, etc
�  Enhanced Category 5 compliant as defined by EN501173 / ISO 11801
�  Colour coded pairs for easy termination
�  Subunit colour coded (only for 24 Twisted Pair Cable)
�  Plenum (FEP/PVDF) or Non-Plenum (PVC) version available

* Drawings not to scale. Specifications subject to change without notification.

Pairs

Outer Jacket, PVC

Pair Insulation, PE

24 AWG Conductor

Outer Jacket, PVC

Subunit Jacket

Pair Insulation, PE

24 AWG Conductor

Ripcord
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Colouring:

4 Twisted Pairs 24 Twisted Pairs

Plenum Non-Plenum Plenum Non-Plenum

Outer Jacket* Gray, Blue, White Gray, Blue, Black White Gray

Subunits
N/A

Blue, Orange, Green, Brown, Gray,

White

Pairs Blue/White, Orange/White, Green/White, Brown/White**

Ink-Jet Printing*** 20Fiber CAT5e 4x2x0.50 DataWars® 20Fiber CAT5e 24x2x0.50 DataWars®

*   Customized colours available for large orders
**  All Commons have solid co-extruded colour stripes
*** Customized cable printing is available for large orders.

Mechanical Properties:

4 Twisted Pairs 24 Twisted Pairs

Plenum Non-Plenum Plenum Non-Plenum

Nominal Jacket OD 0.180” 0.205” 0.586” 0.590”

Nominal Jacket

Thickness
0.018” 0.022” 0.018” 0.022”

Outer Jacket

Minimum Spot

Thickness

0.015” 0.018” 0.015” 0.016”

Nominal Subunit

Jacket OD
- 0.185” 0.195”

Installation

Temperature
0°C to 60°C

Operation

Temperature
-20°C to 60°C

Electrical Performance:

4 Twisted Pairs 24 Twisted Pairs

Impedance 100ohms ± 15% to 24% 100ohms ± 15%

Capacitance 14 pf / ft nominal

DC Resistance /

Unbalance
28.6ohms / 1000’ Max / 5% Max

Dielectric

Breakdown
2500VDC
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Frequency Impedance
Min

Return Loss
Atenuation
(dB / 100m)

NEXT ACR ELFEXT

(MHz) (Ohms) (dB) Solid Stranded (dB) (dB) (dB / 100m)

0.772 NA 1.8 2.2 64.0 64.0 63.0
1.0 17.0 2.0 2.4 62.3 62.3 60.8
4.0 18.8 4.1 4.9 53.3 53.3 48.7
8.0 19.7 5.9 6.9 48.4 48.4 42.7
10.0 20.0 6.6 7.8 47.3 47.3 40.8
16.0 20.0 8.2 9.9 44.3 44.3 36.7
20.0 20.0 9.2 11.1 42.3 42.3 34.7
25.0 19.3 10.5 12.5 41.3 41.3 32.8

31.25 18.6 11.8 14.1 39.9 39.9 30.9
62.50 16.5 17.1 20.4 35.4 35.4 24.8
100 15.1 22.0 26.4 32.3 32.3 20.8
155

100 ± 15%

14.5 28.1 33.7 29.5 29.5 19.00

(All tests include swept frequency measurements)

Available Packaging:

4 Twisted Pairs 24 Twisted Pairs

Impedance Reel in a box, Drum Drum

Custom Design Cables are available

……WE MANUFACTURE ……………..WE LOAD  ………………………WE SHIP…………

SO SEND YOUR ORDER TO YOUR INSIDE SALES COORDINATOR  NOW


